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PART 41 — CERTIFICATION Abit> 
OPERATION RULES FOR SCHED
ULED AIR CARRIER OPERATIONS 
OUTSIDE THE CONTINENTAL LIMITS 
OF THE UNITED STATES 

Frequency of Pilot Proficiency and 
Line Checks 

P a r t 41 of t h e Civil Air Regula t ions 
^ • a s e n t l y requires each pilot in c o m m a n d 
^ ^ s u c c e s s f u l l y pass a technique check 
^ p r o f i c i e n c y check) a t least twice each 

year a t in tervals of no t less t h a n 4 
m o n t h s . 

P a r t s 40, 41, 42, and 46 specify t h e t ime 
in terval between pilot proficiency checks 
differently which h a s resul ted In varying 
in te rpre ta t ions as to requ i rements and 
adminis t ra t ive practices. Since no dif
ference is in tended between a i r carr ier 
opera t ions in th is respect, all of t he a i r 
carr ier pa r t s a re being amended to make 
t h e frequency requ i rement of pilot p ro 
ficiency checks the same. 

I n addi t ion, P a r t 41 requires the pi let 
in c o m m a n d to pass a rou te competency 
check (line check) twice each year, 
whereas only one such check is required 
for domestic operat ions . Exper ience h a s 
shown t h a t only one line check is neces 
sary, hence P a r t 41 is being amended to 
delete one line check each year. ' 

Since th i s regulatory act ion imposes 
no addi t ional bu rden upon any person, 
notice a n d public procedure hereon a r e 
unnecessary . 

I n considerat ion of the foregoing, P a r t 
41 of the Civil Air Regulat ions (14 CFR 
P a r t 41) is hereby amended as follows 
to become effective October 29, 1959: 

- 1 . I n §41,53 p a r a g r a p h s (a) .and (b) 
a re amended to read a s follows: 

§41.53 Period!); flight rliprlis and in
struction. 

(a) Each a i r car r ier mus t provide a 
sufficient number of check pilots to i n 
sure t h a t each pilot in command e m 
ployed cont inues t o mee t the m i n i m u m 
requi rements both wi th regard to rou te 
competency a n d technique. 

(1) Wi th respect t o rou te competency, 
pr ior to serving as pilot in command , a n d 
at) least once each 12 m o n t h s thereaf ter , 
a pilot shall satisfactori ly pass a line 
check in one of t he types of a i rp lanes 
normal ly to be flown by h im. T h i s check 
shall be given by a check pilot who is 
qualified for t h e route . I t shall consist 
of a t least a scheduled flight over a typ i 
cal por t ion of t h e air carr ier ' s routes to 
which t h e pilot is normal ly assigned, a n d 
shal l be of sufficient du ra t ion for t he 
check pilot to de te rmine whe the r t h e i n 
dividual being checked satisfactori ly 
exercises t he dut ies and responsibilit ies 
of pilot in command. 

(2) Wi th respect to technique, an a i r 
ca r r i e r shal l n o t utilize a pilot as pilot in 
c o m m a n d unt i l " h e h a s sa t is factor i ly 
demons t ra t ed to a check pilot or a rep-^ 
resenta t ive of t h e Admin is t ra to r h i s 
abil i ty to pilot a n d naviga te a i rp lanes to ' 
he flown by h im. Thereaf ter , h e shal l 
n o t serve as pilot i n command unless 
each 6 m o n t h s h e successfully completes 
a s imi lar pilot proficiency check. T h e 
proficiency check m a y be given a t a n y 
t i m e dur ing t h e m o n t h preceding or fo l 
lowing the m o n t h in which i t becomes 
due. T h e effective da t e of t h e check, if . 
given wi th in t h e preceding or following 
m o n t h , shal l be t he s ame as if given 
wi th in t he m o n t h in which it became due.. 
W h e r e such pilots sct-vc iu.more t h a n one 
a i rp lane type, a t lev;;, every o the r suc 
cessive proficiency cheek shal l be given 
t n flteiit in t h e l a r r : r c i rp tane type. 

(3) Periodic ins t ruc t ion m u s t Be given 
al l pilots. I n t h e case of pi lots in c o m 
m a n d , ins t ruct ion m u s t include t h e o b 
t a in ing of op t imum per formance unde r 
s imulated m a x i m u m author ized weight 
condi t ions wi th one engine inoperat ive 
a n d i n s t r u m e n t app roach procedures a n d 
landings unde r t h e same condi t ions i n 
t h e type a i rc ra f t in which such pi lots 
serve in scheduled a i r t r a n s p o r t a t i o n : 
Provided, T h a t subsequent t o t h e in i t ia l 
check a n d ins t ruct ion, a c t u a l s imula ted 
m a x i m u m author ized weight on takeoff 
sha l l no t be required. 

(4) I n t he ca3e of al l pi lots o ther t h a n 
pi lots in command , ins t ruc t ion m u s t 
inc lude famil iar izat ion with, t he Ope ra 
t ions Manua l , wi th t h e types of equip
m e n t used, an-i wi th t h e dut ies of a 
second in c o m m a n d . 

(b) Subsequent t o t h e in i t ia l pilot p r o 
ficiency check, a n approved course of 
t r a in ing in a n a i rc ra f t s imula tor , if s a t 
isfactorily completed, m a y be subst i tu ted 
a t a l t e r n a t e 6 -month In tervals for t h e 
proficiency check required by paragraph! 
(a) of t h i s section. T h e a i r ca r r i e r 
shal l show t h a t t h e flight charac ter i s t ics , 
per formance , i n s t rumen t react ion, a n d 
cont ro l loadings of t h e applicable a i r 
craf t a r e accurate ly s imulated in. t h e a i r 
c ra f t s imula tor t h r o u g h al l r a n g e s of 
no rma l a n d emergency opera t ions in 
accordance wi th s u b p a r a g r a p h s (1> 
t h rough (7) of th i s p a r a g r a p h . 

* * * a * 
(Sees. 313(a), 601, G04, 72 Stat. 753, 778, 49 
U.S.C. 1354(a), 1424) 

Issued in Wash ing ton , D.C., o n S e p 
t ember 24, 1959. 

E. R. QUESADA, 
Administrator'. 

[P.R. Doc. 59-8138; Piled. Sept, 29, 1959; 
8;45 a.m.] 
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